Product Data Sheet

Construction Materials

Vetotop XT423
Ready to use, liquid floor hardener
and dust proofer
Uses
uu New and old concrete floor dust-proofing and
hardening.
uu Warehouse and hanger floors.
uu Garage floors
uu Pre-cast panels.

Product Description
Vetotop XT423 is a ready to use, liquid based Sodium Silicate hardener that works by reaction with free lime present
in concrete to prevent dusting and harden the concrete surface. The product has penetration properties that enable
the product to perform permanently across a layer of the concrete surface rather than being superficial.

Advantages

Usage Instructions

uu Fast easy application.
uu Surface improvement
chemicals.
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uu Eliminates surface dusting.
uu Cost effective
uu Enhances surface resistance to abrasion.

Surfaces to be treated with Vetotop XT423 must be
structurally sound and free from loose materials. Cracks
or holes can be repaired using a recommended Saveto
repair material which should be allowed to cure prior
to proceeding.
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Oil and grease contaminated surfaces should be
treated with a suitable chemical de-greaser followed
by washing with clean water and allowed to dry.

uu Monolithic, does not add thickness to concrete
surface.

Any laitance or existing coating must be removed prior
to application as these will prevent the Vetotop XT423
from penetrating the concrete surface.

uu Enhances surface
penetration.
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Design Criteria
Vetotop XT423 is designed to be a permanent surface
hardener and dust-proofer. Vetotop XT423 in liquid
solution penetrates the concrete surface layer and
reacts with concretes free lime to permanently seal
pores and harden the surface. It is important to follow
the usage instructions and wash the treated surface
with plenty of water within an hour of application to
prevent permanent surface crystallization that disturbs
the aesthetics of the floor.

New concrete floors must be allowed to cure for 14 days
prior to treatment. Colored floors should be allowed
to cure for 28 days prior to treatment and a small area
tested with Vetotop XT423 to assess the effect on the
color.
Vetotop XT423 must only be applied to dry surfaces to
maximize penetration.
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Application
Ensure that the surface to be treated is dry and apply
the mixed Vetotop XT423 at a rate of approximately
1 liter to every 6.5-10 m2 depends on the surface
condition and concrete porosity using soft broom or
brush.
Allow the solution to be absorbed into the floor for
a period of up to 2 hours, any solution not absorbed
after this period should be removed. Failure to do so
will result in the formation of a weak, glossy surface
film following the drying.
Normally a two or three coat application is
recommended for complete treatment, however, very
dense, well trowelled surfaces such as granolithic
toppings, power floated or vacuum dewatered
concrete will generally require only a single coat.
If a second application is necessary, reapply the
solution after 24 hours ensuring that the floor is dry. All
surplus solution must be removed as stated previously.
The same procedure will apply for a third application if
required.

Packaging & Coverage
Product
Vetotop XT423

Pack Size
20 Liter metal
buckets

Yield
6.5 - 10.0 m2 /
liter of liquid for
1 coat

Additional Information
Saveto manufactures a wide range of construction
chemicals and specialty products for various
applications divided into the following product groups:
uu Waterproofing.
uu Concrete Repairs, Grouts and Enhancements.
uu Flooring and Coating Systems.
uu Wall & Facade Systems.
uu Sealants and Joints.
uu Renders & Finishes.
uu Plasters & Masonry.
uu Tiling Systems.
uu Primers & Ancillary Products.
uu Specialty Products.
Saveto also provides various technical information
such as CAD details, detailed method statements,
specification clauses, application manuals, product
selectors and technical support both in contractors
and consultants offices as well as construction sites.
For further information on these products and systems
kindly check our website or contact your local Saveto
representative.
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Stated consumptions data are for general guidance.
Actual consumption depends on the nature of
substrate, method of application and wastage.

Shelf Life & Storage
Original sealed bag of Vetotop XT423 has a shelf life of
12 months provided it is stored clear of ground in a dry
and shaded place below 35ºC.

Health & Safety
Vetotop XT423 is alkaline and should not come into
contact with skin or eyes or be swallowed.
Wear suitable protective clothing, gloves, boots and
eye/face protection.
After contact with skin, wash immediately with
plenty of soap and water. In case of contact with eyes,
rinse immediately with plenty of clean water and
seek medical attention. If swallowed, do not induce
vomiting, seek medical attention immediately.

LEGAL DISCLAIMER
Saveto endeavors to ensure that any advice, recommendations, information it may give, is accurate and correct. It cannot accept any liability either directly or indirectly arising from the use of its products, because it has no direct or continuous control over where or how its
products are applied, whether or not in accordance with any advice, specification, recommendation or information given by us.
Saveto has the right to change any of the specifications mentioned in the Technical data sheets upon its discretion without prior notification. Hard copies of TDSs are printed once or twice a year, while our technical data sheets are continuously being updated as per R&D
improvements and new 3rd party testing; kindly refer to our website for the latest updated TDSs.
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